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§398.1 Purpose.

The purpose of this part is to estab-
lish general guidelines for the deter-
mination of basic essential air service
for each eligible place under 49 U.S.C.
41731 and 41732. Procedures for the de-
termination of the essential air service
level for a place are contained in part
325 of this chapter.

§398.2 Number and designation of
hubs.

(&) What is a hub? The Department
considers hubs as belonging to any one
of three classifications:

(1) A large hub is a place accounting
for at least 1.00 percent of the total
enplanements in the United States;

(2) A medium hub is a place account-
ing for at least 0.25 percent but less
than 1.00 percent of the total
enplanements in the United States; and

(3) A small hub is a place accounting
for at least 0.05 percent but less than
0.25 percent of the total enplanements
in the United States.

(b) How many hubs? (1) As a general
matter, the Department will require
service to one large or medium hub.

(2) In Alaska or when the nearest
large or medium hub is more than 400
miles from the eligible place, the De-

partment may instead require service
to a small hub or nonhub.

(3) In some cases, the Department
may require service to two hubs, of
which at least one will be a large or
medium hub. The Department will re-
quire service to two hubs if an eligible
place has close commercial, geo-
graphic, and political ties to both hubs
and if there is sufficient traffic from
the eligible place to support two round
trips a day to both hubs. If traffic is
not sufficient, the Department may re-
quire one round trip a day to both hubs
if the community requests such serv-
ice.

(4) In no event will essential air serv-
ice consist of service to more than two
hubs.

(c) Which hub? (1) In designating
hubs, the Department will weigh all of
the following factors:

(i) The extent to which candidate
hubs provide access to the national air
transportation system;

(ii) The commercial, geographic, and
political ties of candidate hubs to the
eligible place;

(iii) The traffic levels to candidate
hubs, as shown by traffic studies and
origin and designation data;

(iv) The distance of candidate hubs
from the eligible place; and

(v) The size of candidate hubs. Large
size will be a positive factor, but prin-
cipally as substantiating the access
and community-ties factors.

(2) For Alaska, rather than requiring
service to a hub, the Department may
instead require that service from an el-
igible place be provided to a nearby
focal point for traffic which, in turn,
has service to a hub.

§398.3 Specific airports.

(a) At an eligible place, essential air
service may be specified as service to a
particular airport. In the case of hy-
phenated places, essential air service
will be specified as service to more
than one airport only if clearly nec-
essary and if the multi-airport service
is economically feasible and justified
on the basis of traffic levels at those
airports.
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